
Under Table Interconnect Box

    JS-U series Interconnect Box provides order, compact and simple connecting solution for users. U10 series was designed to install 
under the table and at the side, for easy installation and use (only 4 screws are needed to fix it. The material for the box is 2mm 
aluminum-magnesium alloy with brushed and oxidation finishes. 

The material of the box made of aluminum-magnesium alloy and treated by multiple technician such as oxidation and brushed. 
Installed under the table and at the side, for easy installation and use, only 4 screws are needed to fix it
With the 1.7m cables
Varied interfaces options, can be customized and diversified design
Should be used for rebuilding conference room or the case that inconveniently opening a hole on the table
CCC Certificate Number: 2013010201596383
CE Certificate Number: N° VTUPV-269/2011ZAHR
ROHS Certificate Number: W02171017304C

http：//www.bjjinshi.com
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Introduction

Main Specifications

Product Features

Overall Dimension( mm）

Model              JS-U10
Temp. range        0 ～ 50℃ （Non-condensing）
Weight             About 1.5kg
Dimensions         Panel: 160mm*80mm*60mm   
　　　　　　　　   Package: 250mm*200mm*200mm

Model              JS-U11
Temp. range        0 ～ 50℃ （Non-condensing）
Weight             About 2.5kg
Dimensions         Panel: 260mm*80mm*60mm   
　　　　　　　　   Package: 303mm*185mm*200mm

AC OUTLET OPTIONS

Universal China UK 2-Pin Europe France US Australia SA



JS-U102

JS-U103

JS-U104

JS-U111

JS-U112

JS-U113

Universal AC Outlet     *1 （Can be replaced by US,UK,FR,2-Pin Europe

                           AU，SA power outlet.）

Computer Video          *1  VGA 15-Pin HD  

Stereo Audio            *1  3.5mm audio  

Network                 *2 （RJ45 (CAT.5/CAT.6)/ RJ11）

Shift Button            *1

Universal AC Outlet     *1 （Can be replaced by US,UK,FR,2-Pin Europe

                           AU，SA power outlet.）

Computer Video          *1  VGA 15-Pin HD  

Stereo Audio            *1  3.5mm audio   

Network                 *4（RJ45 (CAT.5/CAT.6)/ RJ11）

Shift Button            *1

Universal AC Outlet   *2（Can be replaced by US,UK,FR,2-Pin Europe

                           AU，SA power outlet.）

Network               *2（RJ45 (CAT.5/CAT.6)/ RJ11）

Universal AC Outlet     *2 （Can be replaced by US,UK,FR,2-Pin Europe

                           AU，SA power outlet.）

Computer Video          *2  VGA 15-Pin HD  

Stereo Audio            *2  3.5mm audio  

Network                 *4 （RJ45 (CAT.5/CAT.6)/ RJ11）

Shift Button            *2

Universal AC Outlet     *3（Can be replaced by US,UK,FR,2-Pin Europe

                           AU，SA power outlet.）

Network                 *4（RJ45 (CAT.5/CAT.6)/ RJ11）

Universal AC Outlet     *2 （Compatible with US,UK,FR,2-Pin Europe,

                             AU,India AC plug types）

Network                 *8 （RJ45 (CAT.5/CAT.6)/ RJ11） 
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